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Table S1. Comparison of FT‐IR spectra of membranes before and after hydrolysis. 

Membrane  Before hydrolysis  After hydrolysis 

PSF‐PUR‐1 

   

PSF‐PUR‐2 

   

PSF‐PUR‐3 

   

PSF‐PUR‐4 

   



 

 

PSF‐PUR‐5 

   

PSF‐PUR‐6 

   

PSF‐PUR‐7 

   

PSF‐PUR‐8 

   
 



 

 

 

Figure S1. The cross‐section and part of the cross‐section of the PSF‐PUR‐1 membrane before (a) and after hydrolysis 

(b). 

 

Figure S2. The cross‐section and part of the cross‐section of the PSF‐PUR‐2 membrane before (a) and after hydrolysis 

(b). 



 

 

 

Figure S3. The cross‐section and part of the cross‐section of the PSF‐PUR‐3 membrane before (a) and after hydrolysis 

(b). 

 

Figure S4. The cross‐section and part of the cross‐section of the PSF‐PUR‐4 membrane before (a) and after hydrolysis 

(b). 



 

 

 

Figure S5. The cross‐section and part of the cross‐section of the PSF‐PUR‐5 membrane before (a) and after hydrolysis 

(b). 

 

Figure S6. The cross‐section and part of the cross‐section of the PSF‐PUR‐6 membrane before (a) and after hydrolysis 

(b). 



 

 

 

Figure S7. The cross‐section and part of the cross‐section of the PSF‐PUR‐7 membrane before (a) and after hydrolysis 

(b). 

 

Figure S8. The cross‐section and part of the cross‐section of the PSF‐PUR‐8 membrane before (a) and after hydrolysis 

(b). 

 


